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6LOG10
we make it smart

Bottles & caps interior: ≥ 6-LOG10 reduction b. subtilis or b. atrophies spores

Bottles & caps exterior: ≥ 5-LOG10 reduction b. subtilis or b. atrophies spores

Machine interior: ≥ 5-LOG10 reduction b. subtilis or b. atrophies spores

Product path: ≥ 5-LOG10 reduction b. subtilis or b. atrophies spores

ISO 14644-1 class 5 CLEAN ROOM FILLING ENVIRONMENT

 INTEGRATED CIP/SIP AND COP/SOP



6LOG10

Handling

Air Treatment

Isolators

Low consumption media

Tankless

Ceramic product rotafy Joint

Sealess technology

Friendly

Toll Free product change and changeover

Electronic Capper

HIGHLIGHTS



SPECIAL HANDLING
FOR MINIMUM
FOOTPRINT



SPECIAL HANDLING
FOR MINIMUM
FOOTPRINT



PERFECT SEALING
TO MINIMIZE MEDIA
CONSUMPTION



P

RINSING

P P

FILLING/CAPPING

VIENE PRODOTTA ARIA STERILIZZATA RILASCIATA ALL’ESTERNO

FILLING CHAMBER WITH MAXIMUM 
DIFFERENTIAL AIR PRESSURE.

SKIRTED LABYRINTH TURRET COVERS 
ON THE ROTATING ELEMENTS CREATE 
ISOLATION BARRIERS SEPARATING THE 
STERILE CABIN ATMOSPHERE FROM THE 
SURROUNDING ENVIRONMENT.  THE 
LIQUID BARRIERS THEMSELVES ARE FUR-
THER LEVERAGED FOR CONTROLLING 
AND MONITORING THE DIFFERENTIAL 
CABIN PRESSURES.

STERILIZING
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P++

PROXIMITY

SENSOR 



FULL ELECTRONIC CAPPER



6LOG10PAA



6LOG10H2O2
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WeightPack - ITALY
WeightPack srl
Strada Bardelletta, 10 B
46044 Goito (Mantova) - Italy
Tel. ++39 0376 689255
Fax ++39 0376 689427
www.weightpack.com
info@weightpack.com

WeightPack, Inc.
WeightPack North America Inc.
3490 Anderson Hwy.
Powhatan, VA 23139 - USA
Ph: (804) 598-4512
Fax: (804) 598-9759
www.weightpack.com
info@weightpack-na.com


